


Specify Hanson Fume Hoods

/MQDEL AVAILABLE DEPTHS / MODEL # Vertical Sash Horizontal Sash | WIDTH
NUMBER* | 31.375" | 37.375" | 41.375" 4SA4TA -WIV n/a 47"
5SA35 -B -C 4SAS58A -WIV -WIH 58"
5SA47 -B -C 47" 4SA70A -WIV -WIH 701"
5SA58 -B -C 58" 4SA94A -WIV -WIH 94"
5SA70 -B -C 70" 4SA120A n/a -WIH 120
5SA9%4 -B -C 94" Custom Call and tell us your needs
5S5A120** -B —IC 120" All standard walk-in fume hoods are 48" deep x 94" high
Custom Call and tell us your needs o (outside dimension). Horizontal sash shown. )

*For variable air volume hoods add -VAV to model number.
\**Dual sash standard Height above top 53" Y,

Base Cabinets How to Order

( MODEL# | WIDTH | HEIGHT )
STANDARD SINGLE-DOOR It's easy to get the world’s best
FHB18H 18.25" | 35.75" fume hoods, without raising your
FHB24H | 24.25" | 3575 b budget: just call a Lab Planning
STANDARD DOUHBLE‘DOOR - Specialist at Hanson Lab Furniture,
i > £ Y Inc. Use the model numbers above

FHB47H 47" 35.75" id just tell hat
e — = as adgw €, Or Just tell us wnat you
need.

ACID (CORROSIVE) SINGLE-DOOR

A§B18H 18'25" 35';5“ Whether you are a science specialist,
SoBia 24.25 3575 project manager, contractor, or
ACID (CORROSIVE) DOUBLE-DOOR ACID ity .

- - CABINET architect; whether you need a sin-
ASB35H 35 35,75 .
ASBATH 27" 35 75 gle fume hood or an entire custom

ASB58H 5g" 35 75" lab, your Lab Planning Specialist

FLAMMABLE SINGLE-DOOR will guide you from specifications
FSB18H 18.25" 35.75" to installation.
FSB24H 24.25" 35.75"
FLAMMABLE DOUBLE-DOOR
FSB35H 35% 35755 FLAMMABLE
FSB47H 47" 35.75" CABINET PHONE: 805-498-3121
FSB58H 58" 35.75" FAX: 805-498-1855
VACUUM PUMP CABINET S www.hansonlab.com
(_VAC24H [ 2425" [ 3575" )

Need custom cabinets?
Just call us at 1-805-498-3121.

All cabinets also available in low height of 29.75". Hisiasleneeiof LabotatoryiCunstuetion















